
 

Description 
CC 30 H Riding Lawn Mower. 

Key Features 

 Foot-controlled hydrostatic transmission 
 New LED high illumination headlight 

 Convenient compact design 

Engine 

 Engine Brand: Cub Cadet® 
 Engine Displacement: 382 cc 
 Fuel Tank Capacity: 1.3 gal. 
 Cylinders/Material: Single/Cast-iron sleeve 



 Engine Oil Capacity: 1.3 qt. 
 Lubrication: Fully pressurized, automotive-style oil pump w/ spin-on oil filter 
 Battery: 12V/155 cold crank amp 

 Charging System: Flywheel alternator 

Drive System 

 Forward Speed: 4 mph 
 Reverse Speed: 2 mph 
 Transmission Housing: Die-cast aluminum 
 Engine to Transmission: Hydrostatic, Foot (Hydro-Gear T2HP) 

Cutting Deck 

 Deck Cutting Width: 30" 
 Deck Wash: Patented SmartJet™ high-pressure deck washing system 
 Deck Material: 14-gauge stamped steel 
 Deck Engagement (PTO): Manual lever control 
 Deck Construction: 14-gauge steel 
 Blade(s): single blade 
 Deck Lift: Manual 
 Cutting Height Range: 1.5" - 4" 

 Deck Positions: 5 position 

Chassis 

 Frame: 14-gauge high-strength low alloy steel 
 Front Axle(s): Steel/14-gauge 
 Turning Radius: 18" 
 Bumper: Steel tube 

Controls 

 Direction: Manual sector and pinion 

 Headlight(s): LED 

Comfort 

 Seat Type: Cub Comfort™ seat, multiple position, manual seat adjustment 

Dimensions 

 Weight (approx.): 340 lbs. 

Warranty 

 Warranty: 1-year/ 


